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Abstract 

  In this paper a modification of frequency selective extrapolation (FSE) 
method is described. The FSE method is used for concealment of missing blocks in 
digital images. The modification of the method is based on missing block support 
area analysis with usage of Canny edge detection algorithm. In the result of the 
analysis, for each missing block a suboptimal support area size is selected, which is 
used in FSE method.  The paper includes experimental results which are compared 
with the results of frequency FSE method. 
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ÐÀ¾ Ù»Ãá¹Ç í»ñ³÷áËáõÙÁ Ñ³Ù³ë»éáõÃÛ³Ý ·áñÍ³ÏÇóÝ»ñÇ ÑÇÙ³Ý íñ³ 
 

¶. Î³ñ³å»ïÛ³Ý  
 

²Ù÷á÷áõÙ 
 

²Ûë ³ßË³ï³ÝùáõÙ Ùß³Ïí³Í ¿ Ñ³×³խաÏ³Ý ÁÝïñ³Ýù³ÛÇÝ ¿ùëïñ³åáÉÛ³óÇ³ÛÇ 
(ÐÀ¾) Ù»Ãá¹Ç ÙÇ Ýáñ ï³ñµ»ñ³Ï: Üß»Ýù, áñ ÐÀ¾ Ù»Ãá¹Ý û·ï³·áñÍíáõÙ ¿ Ãí³ÛÇÝ 
å³ïÏ»ñÝ»ñáõÙ µÉáÏ³ÛÇÝ ÏáñáõëïÝ»ñÇ ùáÕ³ñÏÙ³Ý Ýå³ï³Ïáí: ì»ñçÇÝÇë 
Ùá¹ÇýÇÏ³óÇ³Ý  ÑÇÙÝí³Í ¿ ³ç³ÏóáÕ ïÇñáõÛÃÇ í»ñÉáõÍáõÃÛ³Ý íñ³՝ û·ï³·áñÍ»Éáí 
Î³ÝÇÇ ³É·áñÇÃÙÁ:  ì»ñÉáõÍáõÃÛ³Ý ³ñ¹ÛáõÝùáõÙ Ûáõñ³ù³ÝãÛáõñ µÉáÏÇ Ñ³Ù³ñ 
ÁÝïրíáõÙ ¿ ³ç³ÏóáÕ ïÇñáõÛÃÇ »ÝÃ³ûåïÇÙ³É (suboptimal) ã³÷, áñÝ ³ÛÝáõÑ»ï¨ 
û·ï³·áñÍíáõÙ ¿  ÐÀ¾ ³É·áñÇÃÙáõÙ: ²ßË³ï³ÝùáõÙ µ»ñí³Í »Ý ÐÀ¾ Ù»Ãá¹Ç Ýáñ 
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ï³ñµ»ñ³ÏÇ ÷áñÓ³ñÏÙ³Ý ³ñ¹ÛáõÝùÝ»ñÁ, ÇÝãå»ë Ý³¨ Ï³ï³ñí³Í ¿ 
Ñ³Ù»Ù³ï³Ï³Ý í»ñÉáõÍáõÃÛáõÝ ÐÀ¾ Ù»Ãá¹Ç ³ñ¹ÛáõÝùÝ»ñÇ Ñ»ï: 
 
 
 

   Модификация метода ЧВЭ на базе коэффициентов однородности 
 

Г. Карапетян  
 

Аннотация 
 

Работа посвящена модификации метода частотной выборочной экстраполяции 
(ЧВЭ).  Метод используется для реконструкции блочных потерь в цифровых 
изображениях.  Модификация метода ЧВЭ основана на анализе вспомогательной 
области с использованием алгоритма Кани.  Вследствие анализа для каждого блока 
выбирается субоптимальный размер вспомогательной области, который далее 
используется в алгоритме ЧВЭ. В работе приведены результаты экспериментов, 
которые сравнены с результатами метода ЧВЭ. 
 
 
 
 


